Temperature sensors

Room temperature sensors
Pt, Ni, NR

- Pt, Ni (-30 to +90°C)

- with thermistor NR351
(-25 to +90°C)

- with current output
(-25 to +80°C)

Characteristics

Sensor 1x or 2x Pt 100, Pt 500, Pt 1000

Sensor 1x or 2x Ni 1000/6180ppm/°K

Sensor 1x NR351

Connection 2-wire with the connection option of 4-
wire expect for 2x Pt, Ni

Description - use Technical data

The sensors are designed for temperature sensing in facilities,
e.g. rooms, etc. The sensor signal can be evaluated for tempera-
ture measuring registration or signalisation. The product is sub-
ject to CSN EN 60751 and related standards. The connection is
performed by means of cable into terminal block under the cover.
The sensor cover is plastic.

Measuring range: -30 to +90°C
-25 to +80°C - with transmitter
Measuring current: 1 mA
Tolerance class: A, B according to CSN EN 60751 (Pt)
6180ppm/°K (Ni)
Protection class: IP 20
Dimension drawing Temperature reaction time: 15 s
Sensors with transmitter: output signal 4-20 mA
power supply 10-36 V DC
polarity optional
accuracy +1% of the range

- cable sensor
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The sensor is supplied with screws 4x30 (2pcs) and distance A 99,94
washer (2pcs), used for sensor attachment. CSN EN +0,15+ 0,002 | t | +0,15 to
60751 100,06
B 99,88
CSN EN +0.30 + 0.005 | t| +0,30 to
60751 100,12

Due to continual technical development the manufacturer reserves the right to change parameters without prior notification.

ZPA EKOREG, Déginska 55, 400 03 Usti nad Labem, tel.: 475,246,335.336, fax: 475,531,073, e-mail: prodej@zpaul.cz, http://www.zpaul.cz 1




Temperature sensors

Ordering devices

Code

Name

405 112 596

Room temperature sensor

Code | Type, tolerance class

0 Jwith current output
0 Jwith thermistor

1 |A(CSNEN 60751)
2 |B(CSNEN 60751)
3 |Ni 1000

\

Code | Measuring resistance, accuracy

with current output
with thermistor

Pt 100

Pt 1000, Ni 1000
Pt 500

=000

Code | Number of measuring resistances, design

1 measuring resistance (Pt, Ni)
2 measuring resistances (Pt, Ni)
with thermistor

with current output
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I Ordered No.

Order example: 1 room temperature sensor, type 11259, tolerance class B, 1xPt100

Warranty

24 months warranty is provided from the delivery date unless specified otherwise in the purchase contract.
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