Pressure regulators
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Description - use

The main use is for regulating and signalling pressure of gases
and liquids. Regulated medium must not have aggressive effects
on the regulator parts it is in contact with, and must not contain
contamination preventing correct function. it is supplied with stain-
less sensor (steel CSN 417246) and membrane from fluorcarbon
or ethylen-propylene rubber.

The regulators with ethylene-propylene membrane in the sensor
are designed for hot water, brake and cooling liquids, NH, etc.
Medium temperature max. 120°C

Regulators with fluorcarbon membrane in the sensor are de-
signed e.g. for steam, liquid fuels, oils, some acids and alkali.
Medium temperature max. 200°C

Accessories for ordering include the connection screws M20x1,5
see. "Accessories".
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Membrane pressure
regulator for high pressures

Characteristics
Range:
Contact load:

4 kPa to 4 MPa in 4 ranges
~ 250V/10A, cos 1

~ 250V/2A, cos ¢ 0.6-0.3
=250V/0,1A

=48V/0,2A

Protection class: IP 65

Compact design

Connection by means of terminals on the switch or

connector (except for Ex and switch B)

Technical data

Ambient temperatury: temperature range -20 to +60°C
temperature range -20 < T_ < +40°C
(Ex)
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Specification
environment Ex:
Vibration during
operation:

Min. service life:

f=10t0 55 Hz, s, =t0 0,15 mm

at load by rated values according to

the manual and max. speed of cycling
up to 6 cycles/min is min. 100 000 cycles
cable: @9+ 13 mm,

wires: 0,75 at 2,5 mm?

Connection:

Course of the difference in relation to the scale regulator
(a-beginning - b-centre - c-end for Range)

0 kPa = atmospheric pressure
0,1 MPa = 100 kPa = 1 bar

MPa
Order No. N . Max. . o
405 XXXXX XXXX Minudifferences) difference =) 3‘; © ; -
= £ = 0 =
Microswitch Range Microswitch © g o ‘3 3 T (22
Q@ T o =) —_
Design A B o= 3 > H
g A B Al B | ©9%2 T?
a b © b @ -
T 601x 611x 2000/N - A 3000 -A
Ex 61218 901x 911x 4 to 160 3 6 9 10 15 20 40 100 3200/N - B 4800 - B kPa | 0,65
T 602x 612x
Ex 61218 902x 912x 0,1to 1 0,02 | 0,03 0,04 | 0,04 | 0,06 | 0,08 0,25 2/N 3
T 61218 603x 613x 0,25t02,5 |0,0810,12|0,15|0,16 | 0,24 | 0,3 0,63 4/N 6 MPa | 0,6
Ex 903x 913x
T 604x 614x
Ex 61218 904x 914x 0,4to4 0,15] 0,2 |0,25| 0,3 | 0,4 | 0,5 1 6/N 9

*) The value of minimum difference gradually changes according to the real regulated pressure according to diagram with accurate specifications
in the table
**) N - underpressure unlimited

Due to continual technical development the manufacturer reserves the right to change parameters without prior notification.
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Pressure regulators

Dimension drawing

*) Height above regulator necessary for removing cover is approx 85 mm.

Connector - ordered with additional number 01 after ordering

regulator

number of the regulator

Accessories Ex
- supplied in design Ex together with

-indesign T itis necessary to order separately
(see. Accessories)

Switch connection in design Ex

Ordering devices

Code Name

405 61218 | Membrane pressure regulator for high pressures
! Code | Design
i 6 T
H 9 Ex
E H Code | Switch type
1 1
i i 0 A
' i 1 B
E E 1| Code | Range
: 1 |4 to 160kPa
: ! : 2 o1 to 1MPa
: : i 3 [025 to 2,5MPa
, i ! 4 04 to 4MPa
1 1
i ' E : Code | Type of rubber
1 1
H ' E H 1 |fluorcarbon
i H ! ' 2 |ethylene-propylene
1 1 1
E ' E i i | Code |custom made

1 1 1 1
1 1 1
i E E H : 01 connector
1 1 1 1 1
i : : i i '
1 1 1 1 1
\ \ \ \ \ \
a0561218] 6 | o | 1 | 1 | o1 | orderedNo. |

Order example: pressure membrane regulator, design T, switch A, range
4 to 160kPa, fluorcarbon rubber, custom made with connector

Warranty

24 months warranty is provided from the delivery date unless specified

otherwise in the purchase contract.

Design with connector

Switches 2-3 (2-4) at increasing pressure.
Switches 1-3 at decreasing pressure.

Catalogue sheet KLA 2/33/09-16

Due to continual technical development the manufacturer reserves the right to change parameters without prior notification.

2 ZPA EKOREG, Dé¢&inska 55, 400 03 Usti nad Labem, tel.: 475 246 335,336, fax: 475 531 073, e-mail: prodej@zpaul.cz, http://www.zpaul.cz



